
 

PATENTED & INNOVATIVE FILTRATION TECHNOLOGIES   

 

 

 

TM Filtration  
HP Series 

 

STAINLESS STEEL  
THREADED COALESCING FILTER 

725PSI, 1450PSI, OR 5000PSI             
DISPOSABLE (IN TO OUT FLOW) 

LP & HP ELEMENT GRADES 
X5   =   5 micron (Course Coalescing) 
X1   =    1 micron (Fine Coalescing) 
XA   =   0.01 micron (Very Fine Coalescing) 
AC   =   Active Charcoal (Vapor Removal) 

 

TM Filtration  
LP Series 

  

ALUMNIMUM ALLOY  
THREADED COALESCING  

FILTER 232PSI  
DISPOSABLE (IN TO OUT FLOW) 

Airtek 
Atlas Copco 

Balston 
Champion 
Comp Air 

Comp Air Leroi 
Deltech 
Dollinger 

Domnick Hunter 
Finite 
Flair 

Gardner Denver 
Great Lakes 

Gimmer Schmidt 

Hankison 
Hiross 

Hydrovane 
Ingersoll Rand 

Kaeser 
Pioneer 
Sullair 

Sullivan Pallatek 
Technolab 
Ultrafilter 
Van Air 
Watts 
Zander  

 

TM Filtration RE Series 
 

DROP IN REPLACEMENT COALESCING  
ELEMENTS FOR OTHER MANUFACTURERS 


